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MDS50 Manganez, ayirag tabletleri

Precise water control with proven and compact measuring system
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The MD50 has several key features that make it a favorite among
users.

Robust Design

The MD50 is built to last. Its rugged industrial design, complete with
rubber-protected sides and an IP67 rating, ensures unmatched durabi-
lity and reliability even in demanding environments.

Accurate, Reproducible Results

The innovative optical system of the MD50 delivers exceptional accu-
racy and speed, ensuring precise readings in record time.

Factory Programmed Methods

All MD50 instruments come with pre-programmed methods for diffe-
rent types of reagents. Simply select the test you need, prepare yo-
ur sample, and test! To simplify test selection, you can choose the re-
agent type from the settings and display only your desired methods in
the methods list.

User Calibration and User defined Method

A one-point calibration is possible with the MD50. The instrument
automatically saves the calibration protocol in the logs along with the
calibration factor. All user-calibrated methods are displayed with a
calibration icon on the screen. Can't find the method you need? The
MD50 also allows you to program a user-defined method using PC
software.

One-Time-Zero Function

Save time by zeroing the instrument once for each sample. When tes-
ting a new sample, zero the instrument once and all subsequent tests
of that sample do not require re-zeroing. You can also activate or de-
activate the OTZ function for all methods in the settings.

Automatic Data Storage

The MD50 automatically stores the last 100 readings and protocols
with a time and date stamp. Results remain in storage even during a
battery exchange.

Data Transfer

The MD50 offers smooth and effortless data transfer. You can transfer
data to the AqualLX® app via NFC or use a USB cable to transfer da-
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ta to PC software. Data can also be exported in CSV format for prog-
rams like Excel.

Ergonomic Design

Whether you're using the MD50 in the field or in the lab, its design ma-
kes it easy to handle and view the display. In the field, the compact si-
ze and side protections ensure a firm grip during use. In the lab, rub-
ber feet on the bottom of the housing eliminate the need for two-han-
ded operation or chasing your instrument around the workbench.
GLP Compliance

To ensure data quality and integrity, the MD50 creates and saves a
protocol for each change made during operation.

2-year Warranty



Sanayi

Belediyeler | Deniz Sanayi | Diger Sanayiler | Gii¢ ve Eneriji | ilag Sa-
nayi | Kimya Sanayi | Sivil Toplum Kuruluslari | Yag ve Gaz | Yiyecek-
ve Igecek Sanayi

Teslimat Kapsam
Metni

Uygulama
1 Tasima c¢antasinda 1 cihaz

100 Manganese ayirag tableti LR 1
100 Manganese ayirag tableti LR 2

Galvanizasiyon | Ham Su Aritma | igme Suyu Aritma

MD50 Manganez, ayirag tabletleri
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—m= 2 pil (AA)
MD50 Manganese, igme suyundaki manganezi hassas bir sekilde be- 1216 Ve el ara
lirlemek igin tasarlanmis yeni nesil kompakt bir fotometredir. Su idare- 2 e
leri ve laboratuvarlarin yasal sinirlara uymasini ve tim tedarik zinciri —am 1 Tornavida
boyunca su kalitesini korumasini destekler. Diisik konsantrasyon ara-
iginda yiksek dogruluk, sezgisel kullanim ve saglam tasarim, MD50 = 13inga1mL
Manganese'i hem laboratuvar hem de saha uygulamalarinda giinlik —== 1 Siringa 2 mL
rutin kullanim igin ideal hale getirir. = 1 USB-C - USB-A kablosu

—aa 1 Kullanim kilavuzu
Olgiim Aralig —== 1 QR kod ek pargasi MD50/MD150
Test Name Olgiim Arah@ Kimyasal Metod — 1 Sertifika (COC)

—an

Manganese HR PP
Manganese L

0.1 -18 mg/L Mn Periyodat Oksidasyon
0.05 -5 mg/L Mn Formaldoksit

Manganese LR PP

0.01-0.7 mg/L Mn PAN

Manganese T

0.2 -4 mg/L Mn Formaldoksit

1 Garanti bilgisi

Bashk Uriin No
Su Ornekleyici ve 250 mL Sise 170500
Teknik Veri Kapakli yuvarlak kiivet @ 24 mm, 48 mm yiikseklik, 10 ml, 121 197620
set
Optikler LED, spektrometre sensorl, parazit filtresi (yalnizca
segili varyantlar) 24 mm'lik yuvarlak kivetler igin kiivet kegesi, 12'li set 197626
151k Kaynagn LED Kapakli yuvarlak kivet @ 24 mm, 48 mm y(ikseklik, 10 ml, 5'li 197629
- set
Dalga Boyu Variant specific (415, 445, 480, 515, 530, 555, 590, - -
630, 680) Temizleme Bezi 197635
Fotometrik Arahk 0-3Abs 25 ml'lik tipal karistirma sisesi 19802650
Fotometrik Dogruluk 3 % FS (T =20 °C - 25 °C) MD50/MD150 Servis Paketi 19802709
Uygun Siseler Yuvarlak Kiivetler 13 mm 3 years service plan for MD50/MD 150 19802809
Yuvarlak Kavetler 16 mm USB-C kablosu 1 m, USB-C - A 19820-081
Yuvarlak Kivetler 24 mm
Dogrulama standard kiti MD50/MD150 215700
Ekran Arka plan aydinlatmali LCD
- Referans standardi kiti Klor 0,2 ve 1,0 mg/l (MD50) 275620
Arayiizler USB-C —
NFC (Near Field Communication) Referans standardi kiti Klor 0,5 ve 2,0 mg/l (MD50) 275621
Veri Aktarim Formati  .csv Referans standardi kiti Klor 1,0 ve 4,0 mg/l (MD50) 275622
Kullanim Folyo klavye Plastik karistirma gubugu, 13 cm uzunluk 364100
Auto — OFF Evet Plastik karistirma gubugu, 10 cm uzunluk 364109
Programlanabilirlik PC yazilimi ile evet 10 adet plastik karistirma gubugu iceren kutu 364120
Kalibrasyon Fabrika ve kullanici ayari - her zaman fabrika ayari- 10 adet plastik karistirma gubugu igeren kutu 364130
na geri donlis mimkandr 250 mL kapakli sise 375072
Giincellemeler Uriin yazilimi ve yéntem giincellemesi Firga, uzunluk 11 cm 380230
Dahali Depolama 100 veri kayd| icin dahili halka bellek OI(;u kabi, 100 ml 384801
Pil Omrii yaklastk 5000 di¢im (arka Is1ksiz) 6 yuvarlak kiivet igin kiivet @ 24 mm 418951
Taginabilirlik Tasinabilir Tutamakli plastik huni 471007
Kirlilik Derecesi 2 CI M100 (MD50) yéntemi igin Fabrika Kalibrasyon sertifikasi 999720
Deniz seviyesinden 3500 m 1SO 9001
maksimum yiikseklik CI M110 (MD50) yéntemi igin Fabrika Kalibrasyon sertifikasi 999721
Cevre Kosullan 30 - %95 bagil nemde (yogusmasiz) 5 - 50 °C ISO 9001
IP Rating P67 MD50 igin Fabrika Kalibrasyon sertifikasi ISO 9001 999756
Uygunluk CE

Diller Tam Kullanim
Kilavuzu

ingi!izce, Almanca, ispanyolca, Fransizca, Portekiz-
ce, ltalyanca, Flemenkge, Tikge, Cince

Boyutlar

155 x 76 x 45 mm
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